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NEW PRODUCT ANNOUNCEMENT

NTE-870L
MAC

NTE-875L
MAC XL

NTE-875L9CDX
MAC XL Comfort Dim

MAC LED TRACK HEAD, 700LM
SERIES / LUMENS CCT / CRI FINISH ADAPTER

NTE-870L 800lm 927X 2700K / 90 CRI
930X 3000K / 90 CRI
935X 3500K / 90 CRI
940X 4000K / 90 CRI

10B Black
10S Silver
10W White

(blank) H-Style
/J J-Style
/L L-Style

Example: NTE-870L930X10S - MAC LED Track Head, 800lm, 3000K / 90 CRI, Silver finish

MAC XL LED TRACK HEAD, UP TO 1200LM

SERIES / LUMENS CCT / CRI FINISH ADAPTER

NTE-875L 1250lm 927X 2700K / 90 CRI
930X 3000K / 90 CRI
935X 3500K / 90 CRI
940X 4000K / 90 CRI

18B Black
18S Silver
18W White

(blank) H-Style
/J J-Style
/L L-Style

NTE-875L 1000lm 9CDX Comfort Dim 
 (3000K~1800K)

15B Black
15W White

(blank) H-Style
/J J-Style
/L L-Style

Example: NTE-875L940X18B - MAC XL LED Track Head, 1250lm, 4000K / 90 CRI, Black finish

MAC Series
AC LED Track Heads 
800 to 1250 lumens
MAC LED track heads have a sleek and simple style that fits any decor. The small, but 
powerful fixture features a die-cast aluminum body that dissipates heat seamlessly, 
protecting the fixture for long term life and performance. Unique design allows the 
beam spreads to be changed in field; spot included and flood installed. The track 

heads resemble traditional line voltage fixtures without large driver enclosures.

FEATURES
 · Over 75% energy savings when compared to incandescent
 · 800lm (NTE-870), 1000lm (NTE-875 - Comfort Dim) or 1250lm (NTE-875 - CCT)
 · Dimmable
 · Field adjustable beam spreads (flood installed and spot included)
 · Dedicated CCT or Comfort Dim (Warm Dim) options
 · 2700K, 3000K, 3500K, 4000K or Comfort Dim @ 90 CRI
 · Available in black, silver and white finishes
 · One or two circuit track capable
 · Available in standard H-Style, J-Style or L-Style adapters
 · 5-Year limited warranty 
 · ENERGY STAR® certified
 · cULus Listed  
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