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L,f Adjusts

SAPPHIRE I ros
ADJUSTABLE

Commercial & Architectural Downlight
4', 6" & 8"/ 900Im to 4500Im

Adjustable Sapphire Il COB Series is a commercial grade LED high lumen downlight
used to aim . The Sapphire Il uses the latest COB technology by Signify®, which
allows for better optic control offering three beam spreads. Beam spreads focus
the light down to the work plane from high ceiling applications. The reflectors

have been designed for the high efficiency (LPW) while providing low aperture Locking Angle

brightness. The Sapphire |1l COB Series is proudly assembled in the USA.

Tighten screw to
lock vertical angle

FEATURES
- 4"-900Im or 1500Im LED packages
- 6" & 8"-900Im to 4500Im LED packages

- Adjustable mechanism tilts up to 356° with 359° rotation Adjustable Mechanism
Precise adjustment keeps light
source along axis. Graduation

marks for consistency.

- Locking vertical aiming

- Adjustable from below the ceiling

- Angle cut reflectors for maximum performance
and lower aperture brightness

- 2700K, 3000K, 3500K or 4000K @ 90+ CRI

- 120V input with Triac or ELV dimming
or 120-277V input with 0-10Y dimming

- Signify® COB with spot, narrow flood or flood beam spreads

- IC and Non-IC New Construction Housings

- b-year limited warranty

- ENERGY STAR® certified

- cULus Listed for Damp Locations

3 T (e
ar| |90+ | o0
CRIJ { oame | & o

WWW.NORALIGHTING.COM



N ®
SAPPHIRE IIl ADUUSTABLE ORDERING MATRICES LIGHTING
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4", 6" & 8" SAPPHIRE Ill ADJUSTABLE HOUSINGS
FRAME TYPE / APERTURE LUMENS / WATTAGE INPUT / DIMMING
NCHAIC3-4  4"IC Rated L1 900Im / TIW PO1 120V input; Triac/ELV dimming
L2 1500im /16W €12 120-277V input; 0-10V dimming
NCHAIC3-6  6"IC Rated L1 900Im /MW PO1 120V input; Triac/ELV dimming
NCHAIC3-8  8"IC Rated L2 1500im /16W C12  120-277V input; 0-10V dimming
L3 2500Im / 26W
NCHA3-6 6" Non-IC Rated L4 3500Im/ 38W P01 120V input; Triac/ELV dimming
NCHA3-8 8" Non-IC Rated L5  4500Im / 46W €12 120-277V input; 0-10V dimming
Example: NCHA3-8L5C12 = 8" Sapphire IIl Non-IC Housing, 4500Im / 46W, 120-277V input; 0-10V dimming
NC3-49 NC3-69 NC3-89
4" Adjustable 6" Adjustable 8" Adjustable
BB, HZ, HZMPW, MPW BSF, HSF, HWSF, MPW MPW
4", 6" & 8" SAPPHIRE Ill ADJUSTABLE REFLECTORS
REFLECTOR TYPE LUMENS / WATTAGE | CCT BEAM SPREAD FINISH
NC3-49 4" Adjustable L1 900Im /13w 27 2700K | S Spot BB Black Reflector/ Black Flange
L2 1500im /16W | 30 3000K | N Narrow Flood | HZ Haze Reflector / Haze Flange
35 3500K | F Flood HZMPW Haze Reflector / Matte Powder White Flange
40 4000K MPW  Matte Powder White Reflector & Flange
NC3-69 6" Adjustable L1 900Im / 13W 27 2700K | S Spot BB Black Reflector/ Black Flange
L2 1500im /16W | 30 3000K | N Narrow Flood | HZ Haze Reflector / Haze Flange
L3 2500im/24W | 35 3500K | F Flood HZMPW Haze Reflector / Matte Powder White Flange
L4 3500im/38W | 40 4000K MPW  Matte Powder White Reflector & Flange
NC3-83 8" Adjustable’ L5 4500 / 46W MPW  Matte Powder White Reflector & Flange
! Matte Powder White finish only
Example: NC3-89L535SMPW = 8" Sapphire |1l Adjustable, 4500im / 46W, 3500K, Spot Beam Spread, Matte Powder White Reflector & Flange
PHOTOMETRICS Polar Curve llluminance at a Distance Candela Table Zonal Lumen Summary
. | Distance f ' B i 9
Test Number: NTR2393R1 1190 W e FoatNadi | e el el e | lmens | %
Part Number: NC3-89L540NMPW
8' Th.4f 8-10"
Beam Spread: 57° Narrow Flood i 0 4761 0-30 2822 637
Lumens: 4587Im 2380 w 12 $3.fe 15 5 4714 0-40 | 3915 85.3
Wattage: 43.51W ® 18.6fc 176"
Efficacy: 106Ipw 15 4166 0-60 4482 977
5 s 20 n.9fc 2111
EEl / Bl [,'UO[,]K ! ?U DR,,' 25 2926 0-90 4587 100
Spacing Criteria (0°-180°): 0.88 o 8.3fc 264"
Spacing Criteria (90°-270°): 0.88 6 35 1560 90-180 0 0
0 30
45 474 0-180 4587 100
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https://noralighting.com/product/nchaic3-4/

https://noralighting.com/product/nchaic3-6/

https://noralighting.com/product/nchaic3-8/

https://noralighting.com/product/ncha3-6/

https://noralighting.com/product/ncha3-8/

https://noralighting.com/product/nc3-49/

https://noralighting.com/product/nc3-69/

https://noralighting.com/product/nc3-89/


