NEW PRODUCT ANNOUNCEMENT

M2 Multiples
Modular LED Lighting System
Up to 600 lumens per head

M2 Modular LED Multiple Lighting System (MLS) allows multiple LED luminaires to be installed in one recessed trim without a large housing. Each M2 LED luminaires includes a dedicated junction box with LED driver and quick connects. IC rated recessed lighting system is consist of one to three heads and four trims options. M2 multiple series is a perfect solution for most retail, hospitality and commercial applications.

FEATURES
- No housing required - IC Air-Tight rated
- Easy installation for remodel or new construction applications
- Customize each luminaire with optional trim accessories and/or inserts
- Quick disconnect cables allow for extended lengths from LED drivers
- 400lm or 600lm LED packages
- 2700K or 3000K at 90+ CRI
- Triac or ELV dimming
- 5-year limited warranty
- ENERGY STAR certified

M2 MULTIPLE LIGHTING SYSTEM PLATES

<table>
<thead>
<tr>
<th>NUMBER OF HEAD(S)</th>
<th>FINISH</th>
</tr>
</thead>
<tbody>
<tr>
<td>NM2-MLS1</td>
<td>One Head BB Matte Black</td>
</tr>
<tr>
<td>NM2-MLS2</td>
<td>Two Heads MPW Matte Powder White</td>
</tr>
<tr>
<td>NM2-MLS3</td>
<td>Three Heads</td>
</tr>
</tbody>
</table>

M2 LED LUMINAIRES (MUST SPECIFY # OF LUMINAIRES)

<table>
<thead>
<tr>
<th>LED LUMINAIRE</th>
<th>LM / W PER HEAD</th>
<th>CCT</th>
<th>FINISH</th>
</tr>
</thead>
<tbody>
<tr>
<td>NM2-2RDC</td>
<td>40 400lm / 6W</td>
<td>27 2700K</td>
<td>BB Matte Black</td>
</tr>
<tr>
<td>NM2-2RDCS</td>
<td>60 600lm / 8W</td>
<td>30 3000K</td>
<td>MPW Matte Powder White</td>
</tr>
<tr>
<td>NM2-2RG</td>
<td>Adjustable Gimbal</td>
<td></td>
<td></td>
</tr>
<tr>
<td>NM2-2R27Q</td>
<td>50 500lm / 6W</td>
<td>27 2700K</td>
<td>BB Matte Black</td>
</tr>
<tr>
<td></td>
<td></td>
<td>30 3000K</td>
<td>MPW Matte Powder White</td>
</tr>
</tbody>
</table>

Ex: NM2-MLS2MPW / (2) NM2-2RDC6030MPW - Two Head M2 Multiple Plate, Matte Powder White
(2) Open Downlight, 600lm, Matte Powder White
M2 LED MULTIPLE SERIES

M2 LED Open Downlight
NM2-2RDC
Lumens / Wattage: 400lm / 6W or 600lm / 8W
Color Temperature: 2700K or 3000K
Finish: Matte Black or Matte Powder White
Accepts reflector or baffle inserts and trim options

M2 LED Lensed Downlight
NM2-2RDCS
Lumens / Wattage: 400lm / 6W or 600lm / 8W
Color Temperature: 2700K or 3000K
Finish: Matte Black or Matte Powder White
Includes frosted lens

M2 LED Adjustable Elbow
NM2-2R270
Lumens / Wattage: 500lm / 6W
Color Temperature: 2700K or 3000K
Finish: Matte Black or Matte Powder White
Rotates 345° and extends up to 70°

M2 LED Adjustable Gimbal
NM2-2RG
Lumens / Wattage: 500lm / 6W
Color Temperature: 2700K or 3000K
Finish: Matte Black or Matte Powder White
Adjust up to 10°

Accessories

Quick Connect Extension Linkable Cables
NM2-EW-4 4' Cable
NM2-EW-10 10' Cable
Use to extend the length between luminaire and driver enclosure. Can be connected together to create custom lengths. Maximum length between luminaire and driver is 40'.

Reflector or Baffle Insert for NM2-2RDC
NM2-2REFLB Matte Black Reflector
NM2-2REFLHZ Haze Reflector
NM2-2BAFB Matte Black Baffle
NM2-2BAFMPW Matte Powder White Baffle
Replaces the reflector included with NM2-2RDC downlight

Round Pinhole Trim for NM2-2RDC
NM2-2RPHB Matte Black
NM2-2RPHMPW Matte Powder White
Converts the round trim included with NM2-2RDC downlight into a round pinhole

Round Wall Wash Trim for NM2-2RDC
NM2-2RWB Matte Black
NM2-2RWMPW Matte Powder White
Converts the round trim included with NM2-2RDC downlight into a round wall wash

Luminaire Examples